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Digitally Connected, Wireless Enabled
An optional RS-485 MODBUS®  slave 
port allows multiple C2 controllers to be 
multi-dropped on a single data highway. 
Built-in support for GDS Corp GASMAX 
wireless gas monitors makes it easy to 
install and manage a wireless system.
The C2 Protector controller is also 100% 
compatible with the ProtectorHMI 
Visualization and Historian software 
that displays and records data from up to 
ten C1 Protector or C2 Quad Protector 
controllers.

Wireless Simplicity
The C2 Quad Protector can support up 
to four wireless gas monitors such as the 
GASMAX ECx battery powered toxic 
gas monitor. The C2 Quad offers an ideal 
solution for small, portable systems where 
wireless communications, low power con-
sumption and ease of use are critical.

Reliability
The C2 Protector controller is CSA certi-
f쐀ed td CSd CC2Cd t2d 1Cd tod tombu-
tibles and Class I, Division 2, Groups A, 
B, C, D for use in hazardous areas. An 
tpt itnald EMSd7d쐀n ltubo쐀dalltwudbu쐀d
in Class I Div 1 areas. Up to 12 watts of 
24 VDC power is available for auxiliary 
devices or transmitters.

Large LCD display shows values,  ✹
bar-graph and trend data

Two 5A SPDT common relays for  ✹
Alarm 1, Alarm 2, Horn or FAULT 

Pushbutton zero and span calibra- ✹
tion for directly connected sensors 

MODBUS® slave port for easy  ✹
interface from master devices

Relay voting logic reduces need  ✹
for external hardware

 EMSd4xdappotv쐀ed tod lauud d ✹
Div 2 area without purge

C2 Quad Protector Alarm Controller
Four Channel Alarm & Display Controller for Critical 
Monitoring Applications

Touch and magnetic keys for non- ✹
intrusive operation in XP areas

 CSd 쐀o if쐀ed td CC2Cd td 1Cd tod ✹
combustible gas detection and ap-
proved for Class 1, Div 2 Groups 
A, B, C, D

Optional relay board with 6x  ✹
SPDT for per-channel contacts

S Kdmb  tnduil쐀n 쐀udHOR dwi h- ✹
out affecting alarm relays

Optional four channel 4-20mA  ✹
board for current loop output

Operates on either +24VDC or  ✹
  7/C40VS d10/60Hz

Svailaml쐀dind EMSd4Xdntn-o쐀 alli ,d
pain 쐀edtodu ainl쐀uudu 쐀쐀ldaned EMSd7d

explosion proof wall mount

Accepts up to four 4-20mA,  ✹
bridge-type or wireless devices

Built-in support for GASMAX  ✹
wireless gas monitors

The C2 Quad Protector Display & Alarm 
Controller provides signal conditioning, 
display and alarm functions for up to four 
critical input variables. 

Versatile
Designed to provide low-cost monitoring 
 todbpd td tbodgaudu쐀nutou,dfao쐀de쐀 쐀 -
tors or similar critical alarm monitors, the 
C2 Protector controller offers a highly-
integrated, complete solution for detection 
of hazardous conditions. Input options 
include four 4-20mA analog inputs, 
four bridge-type direct sensor inputs for 
combustible or infrared sensors, or four 
channels of wireless (GASMAX ECx or 
GASMAX IIx) remote sensor monitoring. 
Additional “plug-in” options include six 
5A SPDT discrete relays, quad 4-20mA 
outputs, light stacks and audible annuncia-
tors.  

One popular application for the C2 Quad 
Protector controller is as a four channel 
combustible gas detector with four remote 
catalytic bead or infrared sensors.  Alter-
natively, two combustible locations may 
be monitored with one sensor local and 
another remote.

Real-Time Display
A large graphic LCD screen displays input 
data as calibrated engineering units, bar-
graphs or 30-minute trends. Three adjust-
able alarm levels per channel, combined 
with programmable relays with voting 
ltgi dalltwudf쐀ximl쐀d tn otldt dm쐀a tnu,d
horns and other warning devices. Highly 
visible red and yellow LEDs visually indi-
cate alarm status at all times. An internal 
real-time clock and event log maintain a 
record of calibration and alarm events. Manufactured in USA ✹
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C2 Quad Protector SPECIFICATIONS
Power Input 24VDC (12 Watt MAX) 85-240 VAC power supply included; 

up to 12W available for powering remote or local sensors
Display Backlit 128x64 pixel LCD shows trend, bargraph and engineer-

ingdbni u;df
Input Wireless, four channel analog 4-20mA or four channel bridge-

type direct sensor input 1

MODBUS I/O Optional slave mode RS-232 or RS-485 MODBUS half or full 
duplex port 2

Wireless I/O 900Mhz or 2.4Ghz wireless modem. Supports GDS Corp GAS-
MAX ECx OR GASMAX IIx wireless sensors or dedicated 
wireless MODBUS interface to remote master

Relay Output Twtd tootndtb pb do쐀layud(CPDTd1Sd@d30VD d/dC40VS d
o쐀uiu iv쐀dltae)d tnfgboaml쐀d todS ,dSC,d SAId dHOR ;d
Op itnald6xd(CPDTd1Sd@d30VD d/dC40VS do쐀uiu iv쐀dltae)dd
relay board 

Analog Output Optional four channel 4-20mA current loop. Max loop R is 800 
ohms with nominal 24VDC 

Audible Output Op itnald 00emdalaood( EMSd4Xdtnly)
  Temp -25°C to +50°C operating 

Housing  EMSd4Xd/dAP66dwall-otbn dappotv쐀ed tod lauud dDivdCd
Groups A, B, C, D
 EMSd7dwall-otbn dappotv쐀ed tod lauud dDivd dGopdB,d ,dD

Dimensions  EMSd4Xd tn-o쐀 alli :d  2C1”dxd 323 ”dxd72C1”d(w-h-e)
 EMSd4XdPain 쐀edtodu ainl쐀uu:d9284”dxd 3261”dxd62C”
 EMSd7:dWie hd 3”dxd 42C1”dxd62C1”d

Approvals  CSd CC2Cd t2d 0 02 d d 1Cd tod tombu iml쐀ud dACSdC8C20C;d
UId 604d/d CC2Cd tdC 3dd( EMSd4Xd=dDivdCdGotbpudS,dB,d ,d
D;d EMSd7d=dDivd dGotbpudB,d ,dD)dE 110  d dE 6 000d
(CE Mark)

Warranty 2 years from date of purchase on electronics

C2 Quad Protector Order Guide
C2  Quad / XX / G - H - I - J - K / L 

“XX” A PUTdTYPEd
00d=d tdinpb d(wio쐀l쐀uudtnly)
 0d=d tbod4-C0oSdanaltgdinpb d
board 4

C0d=d tbodmoieg쐀- yp쐀deio쐀  d 
sensor input board 1

CCd=dTwtdBoieg쐀d/d wtdSnaltgd
“G” DAC RETEdREISYd3

0d=dC aoeaoedCxd1SdCPDTdo쐀layu
 d=dSeedeiu o쐀 쐀do쐀laydmtaoedwi hd
six additional SPDT 5A relays

“H” S SIOGdOUTPUT
0d=d tn쐀
 d=d4xd4-C0oSdanaltgdtb pb 

“I” MODBUCd/dWAREIECCd2

 d=dRC-481d/dRC-C3CdMODBUCd
serial slave interface
Cd=d900MHzdwio쐀l쐀uudoaeitd
(specify local or remote antenna)
3d=dC24GHzdwio쐀l쐀uudoaeitd 
(specify local or remote antenna)

“J” AUDIBLE ALARM
0d=d tn쐀
 d=dSeed 00emdpi쐀ztdalaood
Cd=dSeed  0emdabeiml쐀dalaoo

“K” VISUAL ALARM
0d=dC aneaoed otn dpan쐀ldIEDu
 d=dSeed lauudAdDiviuitndCdo쐀ed
u otm쐀d( EMSd4xdtnly)
Cd=dSeedntn-oa 쐀edu otm쐀d(up쐀 i-
 yd tlto)d( EMSd4xdtnly)

“L” E  IOCUREdOPTAO C
0d=d EMSd4Xd topa  
 d=d EMSd4Xd tn-o쐀 alli 
Cd=d EMSd4XdPain 쐀edC 쐀쐀l
3d=d EMSd4XdC ainl쐀uudC 쐀쐀l
4d=d EMSd7dXP

 OTEC
 t 쐀d :dBoieg쐀- yp쐀deio쐀  du쐀nutodinpb dmtaoed andm쐀d
 tnfgbo쐀ed todCxdmoieg쐀danedCxd4-C0oSd

 t 쐀dC:dWio쐀l쐀uudin 쐀o a 쐀do쐀pla 쐀udMODBUCd
slave port. MODBUS slave port and wireless radio 
modem cannot be used simultaneously

 t 쐀d3:dR쐀layd bn  itnudao쐀dut  wao쐀dpotgoaooaml쐀d
 tod쐀nhan 쐀edf쐀xmili y

 t 쐀d4:dSnaltgdinpb dmtaoed andm쐀d tnv쐀o 쐀ed tda -
cept 0 - 2VDC in place of 4-20mA

P/N 1200-0613-004

ST-90 QUAD Channel Controller Users Manual 
Revision 4.0 

CAUTION: NONMETALLIC ENCLOSURE DOES NOT PROVIDE 
GROUNDING BETWEEN CONDUIT CONNECTIONS.  USE GROUNDING 
TYPE BUSHINGS AND JUMPER WIRES.  ALL FIELD WIRING MUST HAVE 
INSULATION SUITABLE FOR AT LEAST 250V. 

!

Figure 5.0
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5.1  ST-90PCS NEMA 4 PAINTED STEEL WALL MOUNT (EXTENDED) 

The ST-90PCS/QUAD shown in Figure 5.3 is a Painted Carbon Steel NEMA 4 wall 
mount enclosure designed for non-corrosive installations.

Figure 5.1
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